
Technical datasheet

SIBALCO Command
Smartline Standard und Individual

Main applications

finished housing surfaces for an exclusive look
high-quality materials – anodised aluminium housing
and actuators from RAFI series
RAFIX 22 FS+ or RAFIX 30 FS+
very compact housing dimensions:
innovative PCB design (no wiring required)
ideal for individual actuator combinations
FLEXLAB labelling for customised solutions
easy assembly: quick, convenient and without wiring
time saving mounting for the housing: two-hole screw 
fastening
suitable for aluminium profile rails
connectors M12 for „Plug and Play“

Description

SIBALCO Command - Smartline is a fully assembled and tested housing including actuator- and switching  
elements that is ready-to-use. It can be used, wherever individual command units are required at decentralised locations. 
The dimensions and the mounting concept are based on the dimensions of a 40 mm profile rail.

Article number code

machine control
automated production lines
industrial robots
construction machinery
test equipment

Features

C A X  –  X  X  X – X  X  X  X  X  X  X

Consecutive number Individual configuration from the components of the CAS/CAI 
selection matrix and individual wiring. This number is assigned by Sibalco.

Actuator series   2 = RAFIX 22 FS+ | 3 = RAFIX 30 FS+

Number of actuator positions   CAS 1,4 or 6 actuators / CAI any number of actuators

Housing colour     CAS B = deep black | C = colourless / CAI individual anodised colour

CAS Smartline Standard   -   reduced selection of components, short delivery times
CAI  Smartline Individual  -   maximum flexibility in design

Sustainability

long service life
repair service
professional recycling
conserving resources

example 
CAS-C63-9000010



Technical data

General
working temperature -25°C to +70°C
storage temperature -40°C to +80°C
net weight  1 actuator ca. 140g
 4 actuators ca. 330g
 6 actuators ca. 500g
protection class front side DIN EN 60529 IP65
protection class rear side DIN EN 60529 IP54 (more on request)
RoHS compliant  yes 
REACH compliant  yes
details RAFI components see Sibalco Webshop

Dimensions
outside dimension, length see «drawings»
outside dimension, width 40mm
outside dimension, height 52mm, Emergency stop compact 
 60mm, Emergency stop plus 1

Actuators and connectors
actuator position 1 (fix) typically emergency stop compact or emergency stop plus 1
actuator positions 2 to n customised assembly, see «Components Selection Matrix CAS/CAI»
connector 1 M12 –  4-, 8-, or 12-pole, others on request
connector 2 M12 –  4-, 8-, or 12-pole, others on request

Electrical characteristics
electrical parameters  according to IEC 60947
operating voltage of the illuminant max. 24V
nominal operating voltage  5-35V
switching voltage, min.  10V 
switching voltage, max.  35V
type of voltage  AC / DC
operating current, min.  1mA
switching current, min. 10mA
switching current, max. 4A
switching capacity, min.  0,5W
contact material switching element silver

Circuit diagram see product sheet of the corresponding article



Components Selection Matrix CAS for actuators RAFIX 22 FS+ and RAFIX 30 FS+ 

Actuator and  
switching elements

Emergency 
stop compact

Emergency 
stop plus 1

Illuminated 
pushbutton 

FLEXLAB 

Illuminated  
selector switch

1x90° V

Key lock switch 
1x90° V

Blanking caps

RAFIX 22 FS+
IP65

Front ring  
silver metallic

Emergency 
stop  

position 1
RAFIX 22 FS+

Mushroom 
head red  

with white 
arrows
reset by  
rotating

Collar round
Bezel flat

1.30.273.
311/2300

1.30.273.
512/0300

1.30.270.
921/2200

1.30.272.
202/2200

1.30.275.
322/0000

5.05.800.
067/0000

rotatation rotatation momentary latching latching, 0

RAFIX 30 FS+
IP65

Front ring  
precious metal

1.30.273.
311/2300

1.30.273.
512/0300

1.30.290.
921/0000

1.30.292.
202/2200

1.30.295.
322/0000

5.05.200.
028/0000

rotatation rotatation momentary latching latching, 0

RAFIX FS  
with light guide

Universal
silver

2 Ö
Emergency stop

compact

2 Ö + 1 M
Emergency stop

plus 1
1 Ö 1 S 1 S + 1 Ö 2 Ö

1.20.126.
604/9000

1.20.126.
414/0000

1.20.126.
201/9000

1.20.126.
202/9000

1.20.126.
203/9000

1.20.126.
204/9000

MICON 5 
Haptic element

SMT Standard
momentary 
5.5N tactile

Short-stroke 
adapter1 S - 2 S

1.14.002.
111/0000

5.05.511.
917/0000

1.20.126.
205/9000

FLEXLAB 
Bezel

Bezel colour
transparent 5.49.263.

062/1000
5.49.263.
062/1300

5.49.263.
062/1400

5.49.263.
062/1500

5.49.263.
062/1600

Further number of positions and actuator variants are available in the CAI (Individual) series.
Please contact us to arrange an appointment. 



CAX-X12 (RAFIX 22 FS technology)

Drawings

CAX-X42 (RAFIX 22 FS technology)
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CAX-X62 (RAFIX 22 FS technology)

Drawings
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CAX-X13 (RAFIX 30 FS technology)
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Drawings

CAX-X43 (RAFIX 30 FS technology)
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CAX-X63 (RAFIX 30 FS technology)

13
.5

312
327

3
13

actuator Pos. 1

•

26
.5

4020

Ø
5.

6

40 46.5
275

M12



Components RAFI

Emergency stop 
plus 1

Emergency stop 
compact

Illuminated  
selector switch

Key lock  
switch

Illuminated 
pushbutton 
FLEXLAB

Blanking  
caps

1.30.273. 
512/0300

1.30.273. 
311/2300

1.30.272. 
202/2200

1.30.275. 
322/0000

1.30.270. 
021/2200

5.05.800. 
067/0000
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Illuminated  
selector switch

Key lock  
switch

Illuminated 
pushbutton 
FLEXLAB

Blanking  
caps

1.30.292. 
202/2200

1.30.295. 
322/0000

1.30.290. 
921/0000

5.05.200. 
028/0000



Accessories 

Article numbers Images

Connection cable M12 one-sided, female

PUR
 4-pole  1m
  5m
 8-pole  3m
  5m
  10m
 12-pole 5m

PVC
 8-pole  5m
  10m
 12-pole 2m
  5m

1200.04.301.0100
1200.04.301.0500
1200.08.303.0300
1200.08.303.0500
1200.08.303.1000
1200.12.315.0500

1200.08.004.0500
1200.08.004.1000
1200.12.026.0200
1200.12.026.0500

Labelling sheet DIN A4
blank sheets, incl. Word layout
for 6x9 symbols

pre-printed sheets, 10 symbols 
various symbols

 
5.70.800.200/0000

on request
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Disclaimer
All rights reserved. Images, text, graphics and other works depicted and published in this brochure as well as their arrangement  
are subject to the copyright of Sibalco AG. The transmission, reproduction, duplication, modification and distribution of the contents of this  
brochure is prohibited without the express consent of Sibalco AG.

Sibalco Ltd.

Birmannsgasse 8
Postfach
CH-4055 Basel
Schweiz

Telefon  +41 (0)61 264 10 10
E-Mail  info@sibalco.ch

Website  www.sibalco.ch

Services 

Laser labelling of bezels
We will be happy to implement your wishes for the individual labelling of the panels, fit them or include them with the 
delivery as an extra part.


